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— Media —
CD, DVD, FTP Upload

— Computer Platforms —
MAC or PC

— Software Programs —

Indesign, Photoshop, Illustrator, QuarkXPress, Pagemaker, Freehand and Corel Draw.
Press optimized pdfs or pdf x1/a files with fonts and images embedded are recommended.

All documents should include a minimum .125” (1/8”) bleed on all edges to be cut.

— Fonts —

All fonts used in the document and inside art work should be Adobe Postscript Fonts.
If possible please avoid TrueType fonts.

Please submit all fonts (both screen and printer fonts) used in the document on disk.

Any fonts other than Postscript fonts should be saved in Adobe lllustrator as outlines,
or they will be replaced with a similar Adobe Postscript Font.

The smallest serif font size acceptable for 4 color process (this includes reversed out type) is 8 pt.
This is necessary because of dot gain and stock instability.

— Graphics —

Any art placed in a document should be saved in either TIFF* or EPS format.
Please avoid JPEG, PICT, CT, etc.
*Please insure that no TIFFS have LZW compression.

All color art should be saved in CMYK color space only. No RGB, Indexed Color, etc.
Black & White art should be saved as GRAYSCALE and line art should be saved as BITMAP.

All supporting art should be included.
(Even art placed inside another program such as Adobe lllustrator.)

— File Resolution —

The resolution of a photo should be twice the line screen of the printed piece.
For example, If a piece prints at 150 line screen, the art should be 300 DPI.
If a grayscale photo prints at 100 line screen, the DPI should be 200.

Line art should be saved at 800 - 1200 DPI.

— Proofs —

Please provide a complete hard copy proof including all text and artwork, notating all color information
including any spot colors if applicable.
Providing a color proof (laser or other suitable color output) will ensure a more accurate reproduction.

— Line Screen and Dot Gain —

Line screens ranging from 133-175 are acceptable.
Please allow for a 5-10% dot gain to ensure appropriate adjustments for
pleasing 4 color process printing.

— Varnishes/Aqueouus Coating —
Please specify spot or overall.

Limit colors to 4 color process + 1 PMS (spot) and 1 varnish.
An additional PMS color may be used if it is common with all supplied versions.
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